Grout All Joints
With Non—Shrink,
High Early
Waterproof Grout.

Pipe Holes Shall Have
“Press Wedge II" Rubber
Gaskets Cast Inplace.

=k
Manhole Steps ——-""’f‘\;‘
Cast Inplace
See Std. Details
SS—-3.00 & 3.01

Precast Conc.
Manhole \
e 4" Min.
See Std. Detall ¥,
SS-2.00 For a4 Coat Exterior
Bench Detail. With 2 Coats
o Of Asphaltic
S Waterproofing
il 1™ sHA Mix.
i e e No. 1 Conc.
6" Min. Encasement.
Coarse Aggregate Base
Excavate 12" Wider Than
Structure To Allow For
Proper Stone Bedding And
Structure Alignment.
Notes:

1. Precast Manhole Shall Conform To ASTM C—-478~78a As Manufactured
By: York Concrete Septic Tanks Inc. York Pa. Or An Approved Equal.

2. Bench & Channel Shall Be Brick Or Handformed Concrete Min. Thickness
Of 4", Bench Shall Slope To Top Of Pipe 1/2" Fall Per Foot. Mortar
Shall Be"Type S".

3. Manhole Steps, Frame & Cover Shall Be Centered Over Effluent Side

Of Manhole.
APPROVAL REVISED TOWN OF EASTON
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MAR 1, 98 DROP MANHOLE
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